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830±50mm
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MCGS Touch Screen

NSK Bering

FESTO Solenoid Valve

GMC01 Controller

Core components

Abundant 
Function

XINJE Servo Motor

HBM Load Cell

Schneider Electronic



1~500g

750±50mm

300 pcs/min

10~70 m/min

200×150 mm

SS304 stainless steel

15

Air blow type

0~45℃

Ip65

0.1g at 120pcs/min  |  0.2g at 200pcs/min
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,IP65 Optional



High Cabinet

Low Cabinet

20



,IP65 Optional
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WEIGHT CHECK�& SORTING MACHINE

Can be used for sorting 5 to 7 grades of weight;

For raw food, bags, bottles, containers and so on;

SS304 stainless steel;

10-inch touch screen;

Can store over 1 million entries, data export by USB.

min

10-1200

120

5

s



Length: 50~300mm   Width：20~220mm   Height：10~220mm

750±50mm

± 0.5g

IP65







CW-3K check weigher is suitable for product weight range from ;0.3~3kg

Weighing accuracy is ; ±0.5~1.5g

10-inch touch screen, can store over 1 million transaction, data export through USB;

It is widely used for food and beverage, pet food, daily use chemical industry, and so on.

CW-3K
DYNAMIC CHECKWEIGHER 

s

3.000k

0.3-3k

150



Model

Power

Weighing Range

Accuracy

Speed

Belt Speed

Belt Size

Roller Distance(center)

Platform Height

Temperature

Humidity

Limit Load

CW-3K

AC220V±10%, 50/60Hz, 1200W

0.3~3kg

±0.5~1.5g

≤150pcs/min

10~90m/min

400mm*300mm

400mm

750 (±50mm ) (customizable)

0~40℃

90% R.H No Condensation

The instantaneous limit load shall not exceed 5 kg



6K

0.5-6

CW-6K check weigher is suitable for product weight range from 0.5-6kg.

Weighing accuracy is within ±2g;

10-inch touch screen, can store over 1 million transaction, data export through USB;

It is widely used for food, feeds, logistic industries, automation production line, and so on.

Automation production 
line

Feeds

2



U



Feeds

Heavy load, for product weight up to 15kg, with accuracy ±5g;

10-inch screen, easy to operate;

100 different products storage;

Widely used for checking weight of products in boxes, bags, barrel, etc.

1-15

85



,IP65 Optional

1~15kg

85pcs/min

45~68m/min

*Depend on the weight, size and material of test object.



30K

1-30

Heavy load, for product weight up to 30kg, with accuracy ±5g;

10-inch screen, easy to operate;

100 different products storage;

Widely used for checking weight of products in boxes, bags, barrel, etc.

Automation production 
line

Feeds

15.000

40



,IP65 Optional

CW-30K

1~30kg

22~34m/min

500*400mm

Carbon steel, SS304 for weighing platform

Options: swing type, push type

AC220V single phase, 50/60Hz, 850W 

*Depend on the weight, size and material of test object.

30~40pcs/min
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Standard specification 

Model

Weighing range

Scale division 

Highest Accuracy(3σ) *

Highest Weighing speed *

Belt speed

Belt size

Weighing platform Height **

Tested object size

Structure of the material

Alarm light

Display size

Rejector lineup

Power

operating temperature

IP grade

CW-60K

0.1~60Kg

5g

± 5 g

60pcs/min

10~60m/min

1000/1200×600mm

400~750mm（±50mm）

Length:100~800/1000mm   Width: 50~600mm  Height: 50~600mm

Carbon steel, SS304 stainless steel (weighing platform)

3-color signal light（ ），Optional buzzerRed, yellow, green

10-inch color touch screen

optional

0~40℃

IP30

* Depend on the weight, size, and material of test object. Test accuracy: 5g at 30pcs/min; 10g at 60pcs/min.
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